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PRODUCT DESCRIPTION 
H&C® DURA-TOP™ CONCRETE RESURFACER COLOR PACKS are 
conveniently premeasured to individually tint any single bag 
mix in the H&C DURA-TOP CONCRETE RESURFACER HEAVY 
TEXTURE, DURA-TOP CONCRETE RESURFACER INSTANT 
TEXTURE, DURA-TOP CONCRETE RESURFACER STAMPABLE 
OVERLAY, DURA-TOP CONCRETE RESURFACER DUAL 
COMPONENT TEXTURE and  DURA-TOP CONCRETE 
RESURFACER *BROOM FINISH REPAIR products. All Color Packs
are pure, synthetic, iron oxide pigments containing no fillers 
that will affect the performance of the bag mix being tinted. 
Color consistency is maintained from Color Pack to Color Pack. 

FEATURES & BENEFITS 

Available in 30 one-pound pre-measured color packs.

Clear sealer over textures will enhance the color even
more.

Easy to use with our bagged good system.

RECOMMENDED USES 
H&C DURA-TOP CONCRETE RESURFACER COLOR PACKS are 
formulated for use with H&C DURA-TOP CONCRETE 
RESURFACER (Bagged Goods). For specific recommended uses 
refer to the product data sheet of the H&C DURA-TOP 
CONCRETE RESURFACER that the COLOR PACK is used in 
conjunction with.

COVERAGE RATES  
1 color pack per 50lb bag of dry mix 

Note: Coverage will vary depending on the porosity and texture of 
the concrete. 

JOBSITE TEST SECTION 
Due to the wide variety of substrates, preparation methods, 
application methods and environments, it is important to 
create a test sample. 

LIMITATIONS 
H&C DURA-TOP CONCRETE RESURFACER COLOR PACKS are
designed to match the H&C color chart. Using the H&C Color 
Packs in other bag mixes may vary from the chart. For this 
reason, it is best to prepare samples for approval prior to full 
scale application. For use by trained professionals that have 
read the complete SDS.

SURFACE PREPARATION 
For surface preparation instructions refer to the product data 
sheet of the H&C DURA-TOP CONCRETE RESURFACER that the 
COLOR PACK is used in conjunction with.

Repair: For the best repair on vertical and horizontal concrete 
and masonry surfaces, use H&C CONCRETEREADY Quick Patch 
and Repair to fill low spots and spalled concrete. Please note
that patching compounds will generally be visible through 
clear coatings. 

TOOLS REQUIRED 
• Respiratory Protection
• Eye Protection 

• 1/2" variable speed power drill

• Mixing Paddle

APPLICATION INSTRUCTIONS 
Mixing Instructions: Place H&C DURA-TOP CONCRETE 
RESURFACER COLOR PACK in water or modifier prior to
addition of dry bag mix. Spin up the Color Pack to disperse 
evenly in the liquid. Begin introducing dry bag mix to 
the mixing vessel. One 50 lb. (22.7 kg) bag will cover up to 150 
sq. ft. (13.9 sq m2) in a splatter or knockdown finish. Coverage 
depends upon texture finish desired. The working time (or 
"pot life") of the mixture will vary depending on the 
temperature and humidity outside - but typically is about 30-
45 minutes. To extend the working time by a few minutes, you 
can add a small amount of additional COLD water to the 
mixture. The use of an H&C sealer will enhance color. 

H&C® DURA-TOP™ 
CONCRETE RESURFACER 

COLOR PACKS 

•Achieve instant color and effects without the need to add
stain

*Actual color may vary. Always test a sample area before full project application.

CLEANUP 
Clean tools and any spills or spatters immediately using soap 
and warm water. Clean hands immediately after use with a 
waterless hand cleaner.  

MAINTENANCE 
Clean surfaces coated with H&C DURA-TOP Color Packs 
using a mixture of 3 parts water to 1 part H&C 
CONCRETEREADY Cleaner Degreaser.  
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ORDERING INFORMATION 

Color 
Birch Bark             
Bamboo      
Dried Sage      
Thistle      
Gullie Blue      
Hot Mauve      
Copper Penny      
Canyon Clay       

Part Number/SMIS 
60.100001-99/6509-20762  
60.100002-99/6509-20770    
60.100003-99/6509-20788  
60.100004-99/ 6509-20796      
60.100005-99/6509-20804  
60.100006-99/6509-20812    
60.100007-99/6509-20820  
60.100008-99/6509-20838
60.100009-99/6509-20846  
60.100010-99/6509-20853    
60.100011-99/6509-20887        
60.100012-99/6509-20895  
60.100013-99/6509-20903  
60.100014-99/6509-20911  
60.100015-99/6509-20929
60.100016-99/6509-20945     
60.100017-99/6509-20952     
60.100018-99/6509-20960   
60.100019-99/6509-20978     
60.100020-99/6509-20986   
60.100021-99/6509-20994   
60.100022-99/6509-21000    
60.100023-99/6509-21018  
60.100024-99/6509-21026    
60.100025-99/6509-21034    
60.100026-99/6509-21042  
60.100027-99/6509-21059    
60.100028-99/6509-21067
60.100029-99/6509-21075    
60.100030-99/6509-21091

Paprika       
Brickwork Red      
Cotton Boll      
Tweed
Sandstone      
Soapstone      
Fawn       
Blank Canvas 
Alabaster       
Cemented Deal    
Siberian Haze      
Natural Cork       
Buckhead Brown  
Maple      
Bold Bark      
Black Walnut       
Coffee Bean       
Brushed Steel      
Gadget Gray      
City Sidewalk      
Solitude      
Pepper Black       

CAUTION 
CAUTIONS Use only with adequate ventilation. Avoid contact 
with skin and eyes. Wash hands after using. Keep container 
closed when not in use. Transfer only to approved containers 
with complete and appropriate labeling. Do not take internally. 
Keep out of the reach of children. 

LIMITED WARRANTY 
Seller’s and manufacturer’s only obligations shall be to replace 
such quantity of product proved to be defective.  Neither seller 
nor manufacturer shall be liable for any injury, loss or damage, 
direct or consequential, arising from the applicator’s inability to 
use the product for his/her intended use.  The user assumes all 
risk and liability. 

TECHNICAL SERVICES 

The information and recommendations set forth in this product 
data sheet are based on tests conducted by or on behalf of 
H&C Products Group and The Sherwin-Williams Company. Such 
information and recommendations set forth herein are subject 
to change and pertain to the product offered at the time of 
publication. Consult your H&C or Sherwin-Williams®
representative to obtain the most recent product data sheet. 

For technical assistance, call 1-800-867-8246 or visit 
www.hcconcrete.com. 

WARNING! Removal of old paint by sanding, scraping or other means 
may generate dust or fumes that contain lead.  Exposure to lead dust 
or fumes may cause brain damage or other adverse health effects, 
especially in children or pregnant women. Controlling exposure to 
lead or other hazardous substances requires the use of proper 
protective equipment, such  as a properly fitted respirator (NIOSH 
approved) and proper containment and cleanup. For more 
information, call the National Lead Information Center at 1-800-424-
LEAD (in US) or contact your local health authority. 
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